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is affixed. Each side of the mark must
be—

(i) At least 100 mm (3.9 inches) for
marks applied to:

(A) Non-bulk packagings, except in
the case of packagings which, because
of their size, can only bear smaller
marks; or

(B) Bulk packagings with a capacity
of less than 3785 L (1,000 gallons); or

(ii) At least 250 mm (9.8 inches) for
marks applied to all other bulk pack-
agings.

[Amdt. 172–127, 57 FR 52938, Nov. 5, 1992, as
amended by Amdt. 172–136, 59 FR 38064, July
26, 1994; Amdt. 172–145, 60 FR 49110, Sept. 21,
1995; 66 FR 45379, Aug. 28, 2001]

§ 172.324 Hazardous substances in
non-bulk packagings.

For each non-bulk package that con-
tains a hazardous substance—

(a) Except for packages of radio-
active material labeled in accordance
with § 172.403, if the proper shipping
name of a material that is a hazardous
substance does not identify the haz-
ardous substance by name, the name of
the hazardous substance must be
marked on the package, in parentheses,
in association with the proper shipping
name. If the material contains two or
more hazardous substances, at least
two hazardous substances, including
the two with the lowest reportable
quantities (RQs), must be identified.
For a hazardous waste, the waste code
(e.g., D001), if appropriate, may be used
to identify the hazardous substance.

(b) The letters ‘‘RQ’’ shall be marked
on the package in association with the
proper shipping name.

[Amdt. 172–108, 52 FR 4843, Feb. 17, 1987, as
amended by Amdt. 172–119, 54 FR 39505, Sept.
26, 1989; Amdt. 172–122, 55 FR 46825, Nov. 7,
1990; Amdt. 172–123, 55 FR 52592, Dec. 21, 1990;
Amdt. 172–127, 57 FR 52939, Nov. 5, 1992;
Amdt. 172–149, 61 FR 27172, May 30, 1996]

§ 172.325 Elevated temperature mate-
rials.

(a) Except as provided in paragraph
(b) of this section, a bulk packaging
containing an elevated temperature
material must be marked on two op-
posing sides with the word ‘‘HOT’’ in
black or white Gothic lettering on a
contrasting background. The marking
must be displayed on the packaging
itself or in black lettering on a plain
white square-on-point configuration
having the same outside dimensions as
a placard. (See § 172.302(b) for size of
markings on bulk packagings.)

(b) Bulk packagings containing mol-
ten aluminum or molten sulfur must be
marked ‘‘MOLTEN ALUMINUM’’ or
‘‘MOLTEN SULFUR’’, respectively, in
the same manner as prescribed in para-
graph (a) of this section.

(c) If the identification number is
displayed on a white-square-on-point
display configuration, as prescribed in
§ 172.336(b), the word ‘‘HOT’’ may be
displayed in the upper corner of the
same white-square-on-point display
configuration. The word ‘‘HOT’’ must
be in black letters having a height of
at least 50 mm (2.0 inches). Except for
size, these markings shall be as illus-
trated for an Elevated temperature ma-
terial, liquid, n.o.s.:

VerDate 11<MAY>2000 11:29 Dec 13, 2001 Jkt 194201 PO 00000 Frm 00341 Fmt 8010 Sfmt 8010 Y:\SGML\194201T.XXX pfrm01 PsN: 194201T


